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STANDARD FEATURES
Interior Baffle Arrangement: 
Fixed Baffles? (Standard)☐
Adjustable Baffles? (Standard)☐
Exhaust Collar: (Select one.)
Painted CRO Steel Standard.
Interior Lighting Fixture: (Select one.)
T8 Fluorescent Standard.
Sash Frame & Glass: (Select one.
Laminated Safety Glass Standard.
Air Foil: (Select one.)
Painted CRO Steel Standard.
Sash Type: Vertical (Standard)
Liner Material: (Select one.)
Polyresin Standard.
Pre-wire + Electrical (Standard Electrical Factory Prewired): ☐

Monitor / Alarm


											Choose an item.Light Switch (Standard)

Blower Switch (Optional)

	☐										☐
Specify Fittings / Fixtures Required
Specify Fittings / Fixtures Required



									
									
									
									
Electrical (Select one.)
Electrical (Select one.)


120V Duplex Standard.									120V Duplex Standard	Electrical Duplex (120V Standard)
Electrical Duplex (120V Standard)

					☐			☐
[image: ]Customer:
Click or tap here to enter text.
Room #:  Click or tap here to enter text.OPTIONAL ACCESSORIES
Ceiling Enclosure? ☐
		

Hinged Access Panel on Ceiling Enclosures?
☐
Finished Back?   ☐
Sash Type: Choose an item.
Additional Options: Sash Locks? ☐
Sash Stops? ☐
Sash Alarm? ☐
Service Fixture Type: Choose an item.
(Height)

Elevation #:  Click or tap here to enter text.
Fume Hood #: Click or tap here to enter text.
Qty.:  Click or tap here to enter text.
Pre-piping:  Click or tap here to enter text.
Bypass Type:  Choose an item.
Optional FH Depth:  Choose an item.
Product Number:  Click or tap here to enter text.


Special Requirements / Notes:					36” ☐   48” ☐   60” ☐   96” ☐Custom Sizes Available.  Contact Hamilton.

Click or tap here to enter text.

SAFE AIRE II FUME HOOD, UNFRAMED SASH

[bookmark: _Toc345056431]
42002411 Safe Aire II Fume Hood Unframed Sash			Rev A 11/15/2024
 Carousel Installation		72047020 09/16/2024 – Rev B2

29”, 35” or 41”
FUME VENT
(SIZE VARIES.  SEE CHART)
℄
TABLE OF FUME VENT DIMENSIONS FOR VARIOUS FUME HOOD WIDTHS.


	Fume Hood Width
	Fume Vent Dimensions

	36”
	6” X 9”

	48”
	6” X 15”

	60”
	6“ X 23”

	72”
	6” X 23”

	84”
	6” X 26”

	96”
	6” X 30”








SERVICE ROUGH-IN DETAIL 
(SEE TABLE AT RIGHT FOR FUME HOOD VENT SIZE BASED ON WIDTH OF FUME HOOD.)





OPTIONAL CUPSINK CUTOUT LOCATIONS


Epoxy Work Surface
(Specify location of cupsink)

*When utilizing 22” deep cabinets, cupsink measurement changes to 5.25” in lieu of 9”.

Note: At 5.25”, it will have the cup sink sit slightly under the baffle.










[image: ]Include Acid Cabinet Vent Hole? ☐

Cupsink Options: Choose an item.
Add 0.25” Raised Rim? ☐
Work Surface Material: Choose an item.
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Exhaust Volumes

100FPM
100FPM Vertical | 100 FPM Vertical | Combination Sash
Sash28-1/2" Sash18" 28172
ey Opening* Opening* Opening
Hood Size CollarSize | CFfM | SP | cPM | SP | CfM | sP
& 6x9"
" @) | 10 o0y | 5D 2 | %0 | a2 | NA | NA
5 6x15
a8 (29mm) | o Sy | 0 | B | 4 | 09 ) 06
oo smmm) | (X o | g o | wm | o
s 623" w
72088 | o) Seany | 120 | 27 | 7|3 690 a2
B 6 x30°
96" B | (15 Sy | 70 | % | 081 | 09 980 08

*Vertical 28-1/2" sash opening is for setup only; operating position is an 18” opening
Combination sash volume is based on vertically closed horizontally open sash position.
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image11.jpg
Epoxy Resin for SafeAire Il and Concept Fume Hoods

‘Right Rear Cupsink Cutout
‘Work Surface Dopth

2618 (663 mm) W78 @88mm) | 298" @15mm) | 3848 (968 mm)
Width 4L~ Fume Hood 60L-FumeHood | 61L—Fume Hood | 621~ Fume Hood
36" (914 mm). 21136261RR 2136311RR - -
4" (1219mm) 21L48261RR 21L48311RR 21148321RR 211483BIRR
60" (1524 mm) 21160261RR 21L60311RR 216021RR 2L60381RR
72" (1829 mm) 27261RR 2W7231RR 2072321RR 217238188
o 138 mm). 21B0261RR - 28421RR 21B4IRR
%" (438 mm) 21096261RR 21%6311RR 216321 21%381RR
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